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FMS-P retrofit kittechnical sheet

document	 product 

FEATURES DIESEL Ad Blue®

Measuring system: Turbine Turbine
Protection grade: IP55 IP55
Power supply: 12V DC - 24V DC(***) - 230V AC (****) 12V DC - 24V DC(***) - 230V AC (****)
Contatto pompa [A max]: 40 - 20 (***) - 20 (***) 40 - 20 (***) - 20 (***)
Pulse signal [imp/out]: 100 100
Cable [m]: 2, flame retardant 2, flame retardant
Partial [digits]: 4 + 2 decimal 4 + 2 decimal
Totalizer [digits]: 6 6
Unit of measure: litre, gallons, pints, quarts, customized litre, gallons, pints, quarts, customized
Min flow rate [l/min / GPM]: 10 / 2,64 10 / 2,64
Max flow rate [l/min / GPM]: 150 / 39,63 150 / 39,63
Max pressure [bar/psi]: 3,5/51 3,5/51
Precision [%]: ± 0,5 (*) ± 0,5 (*)
Repeatibility [%]: 0,2 0,2
Display rotation: Complete with click every 180° Complete with click every 180°
Inlet/Outlet [BSP/G]: 1” F 1” F
Body material: PA 66 (black) PA 66 (light blue)
Turbine material: POM-C POM-C
O-Ring material: NBR Viton
Other material in contact with fluid: Brass, Steel AISI 304
Max/Min operating temperature [°C]: -10 / +60 -10 / +60
Allowed fluids: Diesel Ad Blue®, AUS 32, Water
Not allowed fluids: Gas, Alcool, Gasoline, Water Gas, Alcool, Gasoline, Diesel
Loudness [dBA]: < 70 < 70
Net weight [Kg]: 0,8 0,8
Single size packaging [mm]: l 220 x b 150 x h 220 l 220 x b 150 x h 220
Gross weight [Kg]: 1 1

data download kit

FUNCTIONS:
Resettable partial	 Instantaneous flow rate display	
Calibration 	 Each user refuelling
Not resettable total	 Reset user’s total	
Manage up to 250 usersi	 Enable / Disable User TAG	
Resettable period totalizer	 View stock and low level alarm
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(**) Approximately 38 Imp / liter	
(***) Available 24V DC version
(****) Available 230V AC
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DIESEL

G FLOW TAG

G FLOW TAG RETROFIT KIT

G FLOW TAGtechnical sheet

document	 product 

FEATURES DIESEL standard DIESEL Retrofit Kit
Measuring system: oval gear oval gear
Protection: IP55 IP55
Power: 12V DC - 10 mA (yellow +12V, brown 0V) 12V - 24V DC (***) - 230V AC(****)
Relay contacts: [V max]: 24V DC - 500 mA (white-gray) 24V DC - 500 mA (white-gray)
Pulse signal [imp/out]: 100 100
Cable [m]: 2, flame retardant 2, flame retardant
Partial [digits]: 4 + 2 decimals 4 + 2 decimals
Totalizer [digits]: 6 6
Unit of measure: litre, gallons, pints, quarts, customized litre, gallons, pints, quarts, customized
Backlight: yes yes
Min flow rate [l/min / GPM]: 10 / 2,64 10 / 2,64
Maximum flow rate [l/min / GPM]: 110 / 31,7 110 / 31,7
Max pressure [bar/psi]: 70/994 70/994
Precision [%]: ± 0,3 (*) ± 0,3 (*) 
Repeatability [%]: 0,2 0,2
Display rotation: Complete with 90 ° steps Complete with 90 ° steps
Inlet/Otutel [BSP/G]: flange 1”F flange  1”F
Body Material: Alluminium Alluminium
Gear material: POM-C POM-C
O-Ring material: NBR NBR
Other materials in contact with fluid: Brass, Steel Brass, Steel
Operating temperature min/max [°C]: -10 / +60 -10 / +60
Approved fluids: Diesel, Oil Diesel, Oil
Forbidden fluids: Gas, Alcohol, Gasoline, Water, kerosene, Ad Blue® Gas, Alcohol, Gasoline, Water, kerosene, Ad Blue®

Noise [dBA]: < 70 < 70
Net weight [Kg]: 1 1,6
Single size packaging [mm]: l 145 x b 135 x h 140 l 220 x b 150 x h 220
Gross weight [Kg]: 1,4 20
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(*) Measurements taken after calibration up to 90LPM 
addition 90LPM accuracy reaches ± 0.5%
(**) Approximately 82 Imp / liter
(***) Available 24V DC version
(****) Available 230V AC

FUNCTIONS:
Resettable partial	 Instantaneous flow rate display	
Calibration 	 Each user refuelling
Total non-resettable	 Reset user’s total	
Manage up to 250 users	 Enable / Disable User TAG	
Totalizer reset period	 View stock and low level alarm

data download kit
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tutte le dimensioni espresse in mm - all dimensions are in mm

ingombri - overall dimensions

documento - document	 prodotto - product
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Proprietà della  ADAM  PUMPS  Spa   -  Senza autorizzazione scritta della stessa il presente disegno non potrà essere comunque utilizzato per la 
costruzione dell' oggetto rappresentato, nè venire comunicato a terzi o riprodotto. La società proprietaria tutela i propri diritti a rigore di legge.

Codice

Denominazione

FMS - P RETROFIT KIT 230V UREA (S)

FMSR0U0S

FMS - P


	FMS-P_ts-ENG
	FMS-P

